YOUR SOLUTION PARTNER
IN INDUSTRIAL PACKAGING

. STRAPPING GROUPS
. POLYESTER STRAPS
. COMPOSITE FIBER STRAPS
. PLASTIC POLYPROPYLENE STRAPS
. STEEL STRAPS
.CUSTOM PRINTED PACKAGING STRAPS
MACHINES
. SEMI AUTOMATIC PLASTIC STRAP MACHINES
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. FULL AUTOMATIC PLASTIC STRAP MACHINES
. CHARGED-CORDLESS STRAPS MACHINES
. STEEL STRIP MACHINES
. AIR STRAP MACHINES
. FULLY AUTOMATIC STRAPPING MACHINES
. MANUAL STRAPPING MACHINES WITH BUCKLE
. AUTOMATIC PALLET STRETCH WRAPPING MACHINES
. AUTOMATIC CASE BANDING MACHINES

Our Company provides after-sales and spare parts
services, in-hous, for strapping machines

www.sibapak.com

POLYESTER STRAPS
Today, polyester straps are preferred in various
sectors as an alternative to steel straps. In terms of
cost, it is the most economical strapping type for
heavy pallet strapping. It is used without any
problem in manual strapping, buckle strapping,
rechargeable-battery and air strapping, and
automatic line strapping machines. In pallet
packaging strapping. Thanks to its ability to
decrease consumption amount to a minimum, PET
strapping is the most durable and most economical
strapping application.
Pet straps are also the most beneficial strap in terms
of Health and Safety. Pet straps can be produced in
various sizes.

Usage Areas

COMPOSITE FIBER STRAPS
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Composite fiber is used for strapping for heavy industry
and logistics products.
The hoop, consisting of polyester threads coated with
polypropylene;
Has high breaking strength.
Used with buckle.
High resistance to impact.
High resistance to chemicals.
Light and soft.
High UV resistance.
High resistance to humidity and water.
Ability to reuse.
It is can be produced in different sizes.
Usage Areas
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PLASTIC POLYPROPYLENE STRAPS
www.sibapak.com

Polypropylene strapping is the most economical among
plastic strapping. It has various usage areas and can be
attached with heat or used with a clip. It is an ideal
choice for light and medium weight packaging. It has
lightweight and easy to recycle. It is used in manual
semi-automatic and fully automatic machines. It has
black-white and colored varieties and is produced in
various sizes.

Usage
Areas

STEEL CIRCLE
It used in heavy-duty packaging in industrial packaging.
It is used in the iron, steel, pipe and profile industry
where the product is packaged hot. It is highly durable.
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SEMI-AUTOMATIC PLASTIC STRAP
MACHINES

It can be used various industries for multi-purpose.
You can strap anything you can put on the machine.
The product sizes, which you can strap are unlimited.
You can adjust the length of the strap as you wish.
After placing the product on the machine, simply move the straps around
and press it to the strap channel.
After that, the machine will automatically do the streching, welding and
cutting process and will make the new straps ready for the second
product by streching it forward.
It can be used anywhere it can be held in place.

FULL AUTOMATIC PLASTIC STRAP
MACHINES

.
.
.
.
.

www.sibapak.com

You can strap anything you can put on the machine.
The dimensions of the product are to be strapped can vary according
to the frame size of the machine.
After placing the product on the machine, the strapping process is
carried out by pushing on the foot pedal and the push button on the
machine or by pushing the button (sensor) on the cover of the
machine.
After that, the machine will automatically do the stretching and
welding and fill the frame on the machine for the second product,
making it ready for the second process.
It pays for itself with the profit it provides from time, material
and workmanship.

CHARGED-CORDLESS
STRAPPINMACHINES
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It provides comfort of use for both indoors and outdoors
usage since it works without cable or hose connection.
strap welding: It is friction welded and does not require the
use of buckles. According to the ring characteristics, the
tensioning force and fusing time can be adjusted.
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AIR STRAPPING MACHINES
Strap welding; It is friction welded and does not require the use of buckles.
Stretching force and welding time can be adjusted according to the aspects
of the straps.
It only works with air.
It's preferred for steel packaging, pumice brick, marble, wood, plastic, and
pallet packaging.
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MANUAL STEEL STRAP MACHINE

Manually, the steel strap is passed through the buckle and the product,
then inserted into the machine. The hoop is stretched with the arm on the
machine. At the end of the tensioning process, the buckle is locked with
the steel strapping pliers. It works smoothly on products with flat
surfaces.
BUCKLE-STITCH STEEL STRAP MACHINE

It stretches and buckles steel straps without a buckle.
Faster strapping is done compared to the buckle system.
It connects the steel straps at the joint by clamping them.
It can be used everywhere except small round surface
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AIR STEEL STRAPING MACHINES

With buckles, strapping is done on all kinds of surfaces. It connects the
steel hoops at the joint with a buckle.
Large-small, round-flat surface it can be used everywhere.

FULL AUTOMATIC
STRAPPING MACHINES

Preferred sectors: Wood, metal, plastic, paper, brick, pumice Please contact
us for technical information

MANUAL STRAPPING MACHINES
WITH BUCKLE
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It is used manually in tools and packages strapping and is the healthiest of
the buckle systems.
It does not come out of the joint like a clasp. Seamlessly strapping. Used in
12 to 19 mm plastic, polyester
And composite strapping.

MANUAL STRAPPING
APPARATUS

It is used in heavy-duty
packaging. It is very simple and
fast to use. The strap width is
between 19 and 42 mm.

POLYESTER STRAPPING
APPLIANCE PROFESSIONAL

It's used in polyester hoops.
strap usage width is between 12
and 19 mm.

AUTOMATIC PALLET STRETCH
WRAPPING MACHINES
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The height of the tower can be adjusted
according to the weight of the product to
be stretch wrapped, pallet sizes, top press,
and pre-stretching product. Please contact
for details.

AUTOMATIC BOX TAPEING
MACHINE

Height and width
can be adjusted
according to the
box size.

CONSUMABLES
Spiral Wire Buckles
Its dimensions are 13-16-19-25-32 mm.
Phosphate and galvanized coating.

Steel Hoop Buckles
It measures
13-16-19-25-32 mm.

PLASTIC AND STEEL STRIP COIL TROLLEY
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17 and 23 Micron Stretch
Film
Wrapping stretch film
in desired width and length.

PLASTIC AND
CARTON CORNER
PROTECTOR
BRACKETS
Sizes and colors differ.

FIBER BANDS

Usage Areas
Metal pipes, metal profiles, and heavy loads
It is ideal for usage in packaging.
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We are at your service with a wide variety and stocks

Ceyhun Atuf Kansu Cd. İsmet Yamak Business Center
No:110/10 Balgat Çankaya / Ankara / Turkey
Phone: +90 312 473 62 88
export@sibapak.com

